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Dillingham Airport

2001 PCI Values General Recommendations
85 - 100 Preventative Maintenance

70 -84 Preventative/Corrective Maint.
1 60-69 Corrective Maintenance/Overlay
| 55-59 Overlay/Reconstruction
. 140-54 Reconstruct
. 125-39 Reconstruct
__110-24 Reconstruct
0-9 Reconstruct

Minimum PCI for Runway = 70
Minimum PCI for Taxiway and Aprons = 60
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Dillingham Airport
Pavement Condition Index (PCI)

Predicted Values for the Year 2002
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Dillingham Airport
PCI Values General Recommendations
- 85-100 Preventative Maintenance
70-84  Preventative/Corrective Maint.
60-69  Corrective Maintenance/Overlay
55-59  Overlay/Reconstruction
40 - 54  Reconstruct
25-39 Reconstruct
10-24  Reconstruct
° - 0-9 Reconstruct
Minimum PCI for Runway = 70
. 500 1000 1500 2000 Eeet Minimum PCI for Taxiway and Aprons = 60
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Dillingham Airport
Pavement Condition Index (PCI)

Predicted Values for the Year 2003
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Dillingham Airport
PCI Values General Recommendations
- 85-100 Preventative Maintenance
70-84  Preventative/Corrective Maint.
60-69  Corrective Maintenance/Overlay
55-59  Overlay/Reconstruction
40 - 54  Reconstruct
25-39 Reconstruct
10-24  Reconstruct
° - 0-9 Reconstruct
Minimum PCI for Runway = 70
. 500 1000 1500 2000 Eeet Minimum PCI for Taxiway and Aprons = 60
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Dillingham Airport
Pavement Condition Index (PCI)

Predicted Values for the Year 2004
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Dillingham Airport
PCI Values General Recommendations
- 85-100 Preventative Maintenance
70-84  Preventative/Corrective Maint.
60-69  Corrective Maintenance/Overlay
55-59  Overlay/Reconstruction
40 - 54  Reconstruct
25-39 Reconstruct
10-24  Reconstruct
° - 0-9 Reconstruct
Minimum PCI for Runway = 70
. 500 1000 1500 2000 Eeet Minimum PCI for Taxiway and Aprons = 60
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Dillingham Airport
Pavement Condition Index (PCI)

Predicted Values for the Year 2005
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Dillingham Airport
PCI Values General Recommendations
- 85-100 Preventative Maintenance
70-84  Preventative/Corrective Maint.
60-69  Corrective Maintenance/Overlay
55-59  Overlay/Reconstruction
40 - 54  Reconstruct
25-39 Reconstruct
10-24  Reconstruct
° - 0-9 Reconstruct
Minimum PCI for Runway = 70
. 500 1000 1500 2000 Eeet Minimum PCI for Taxiway and Aprons = 60
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Dillingham Airport

Pavement Condition Index (PCI)

Predicted Values for the Year 2006

Dillingham Airport

PCI Values General Recommendations

- 85-100 Preventative Maintenance

70-84  Preventative/Corrective Maint.

60-69  Corrective Maintenance/Overlay

55-59  Qverlay/Reconstruction

40 - 54  Reconstruct

25 -39 Reconstruct

10-24 Reconstruct

- 0-9 Reconstruct

Minimum PCI for Runway = 70
Minimum PCI for Taxiway and Aprons = 60
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